
Technical Data Sheet

Product Description

Applications

Recommended for use in vehicles where ACEA C3 and OEM 0W-30
C3 performance is required, including:

 Always refer to the vehicle owners manual for appropriate specification guidance.

API SN

ACEA C3

High Thermal Stability:
Cold Weather Performance:
Wear and LSPI Protection:
Improved Fuel Economy:

•

•

•

•

Fully Synthetic Engine Oil
0W-30NORDIC O03003



Technical Data Sheet

Typical Properties

Typical values are not specifications and may vary within production tolerances.

NORDIC 0W-30 meets or exceeds the requirements of Industry Standards / Suitable for:

•

•

•

•

•

•

User Advice

•

Property Method Typical Value
Appearance
Density @ 15°C (g/cm³)
Kinematic Viscosity @ 40°C (mm²/s)
Kinematic Viscosity @ 100°C (mm²/s)
Viscosity Index
Pour Point (°C)
Flash Point (°C)

Storage, Handling & Environmental Advice
• Storage: 
• Handling: 
• Environmental Precautions: 

Health and Safety
•

 Not suitable for engines requiring higher-viscosity lubricants

Property Method Typical
Clear & Bright
0.844
62.5
11.10
168
8.0
225°C

Appearance
Density @ 15°C (g/cm³)
Kinematic Viscosity @ 40°C (mm²/s)
Kinematic Viscosity @ 100°C (mm²/s)
Viscosity Index

Pour Point (°C)
Flash Point (°C)

Visual
ASTM D4052
ASTM D445
ASTM D445
ASTM D2270
ASTM D2896
ASTM D97
ASTM D93

Minimum
-
-
55.0
9.80
155
7.0
215°C

Maximum
-
-
70.0
12.40
185
9.0
-

Property Method Typical
62.5
11.10
168
8.0
225°C
-42°C

Kinematic Viscosity @ 40°C (mm²/s)
Kinematic Viscosity @ 100°C (mm²/s)
Viscosity Index
Total Base Number (TBN), mg KOH/g
Pour Point (°C)
Flash Point (°C)

ASTM D445
ASTM D445
ASTM D2270
ASTM D2896
ASTM D97
ASTM D93

Minimum
55.0
9.80
155
7.0
215°C
-45°C

Maximum
70.0
12.40
185
9.0
-
-39°C
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